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: 5 Big black numbers on baked 
een os 

_ white enamel blade are easy 

to read. 





Magna View Box with mag- 


Double Scale Marking on 8, __nifying fens in cover. 
——-*'10 and 12 ft. rules, converts 
from inches to feet and 


inches. EK SS —" 


- “Sy PrN e 2 Z ee : 
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Se A handy rule needed by 
) ~ every homeowner, handy 







Tru-Zero hook compensates man, or do-it-yourself fan. 
for its own thickness inside The Tru-Reading mouth makes it easy to measure 


or outside. on either edge of the blade. The steel blade is rigid — 
for measuring flat surfaces — flexible for round or — 
curved pieces. ‘‘D'' shaped chromium plated case. 












Number Length Number Length 
When tightly stretched 1206W } ft 1210W 10 ft. 
around cylinder this rule | ; 
measures the circumference 1208W 8 ft. - 1212W 12 ft. 
accurately, 
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CLAMPS 


Every workshop needs these 
useful lightweight clamps. a 
Made of wrought steel, ribbed for extra 
strength. Bright zinc-plated screw is ma- 
chined to turn easily. a 


Number Max. Opening Clamping Strength ik 3 





H151 1 in. 400 Ibs. 
H152 2 in. 850 lbs, 
H155 2 in. 750 lbs. 
H156 23 ALN 900 Ibs. 
H157 6 in, 325 |bs. 
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Square Ends —— 
- a 
X246 Extension Rule. The first stick is extra 
thick with 8 in. brass extension slide for inside 
measurements. Used as a marking gauge in 
—2,4 in. : ; , | 
evenpmecsuremens ; ay A7.On, Sine etc: 6 i Above are shown 5 of the gauges easily 
long. Easy-to-read big black numbers on white and quickly obtained with X246 rule. = 
sticks. Brass plated joints with ball-socket Begin from the short leg end and switch 
‘ to the slide end as indicated. For addi- x 
action. . 3 ° = 
tional gauges in even numbers continue . 
on right to the end of the rule. _ a 
PSE yea 
96 Zig-Zag Rule. Big value at a low price! : me ts 


Graduated both edges in 1éths, brass-plated 
joints for longer wearing. Easy-to-read black 
numerals on white enameled hardwood stick. 
6 ft. long. 
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H1260 Automatic Rule. Push the button on the — 

case and the blade automatically retracts. 
White finish Y% inch blade has clear black 
markings. Both edges graduated in 16ths; 
upper edge in 32nds for first 6 inches. 6 ft. 
blade. 4) a | | “ 
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4 STANLEY 


LEVELS 


Adjusting the plumb glass 
on o Stanley Level. 





H1297 ALUMINUM LEVEL. Lightweight, rigid, warp-proof. Four plumb and” : 
two level vials protected by heavy glass covers. Top and bottom milled parallel. 
24 in. long. : 


H1294 SUGAR PINE. Seasoned, kiln dried wood. Natural finish with red trim. . 
Proved vials. Stock 2% x 1 in. Single level under top plate and single plumb. 
18 in. long. bs 


H1295 SUGAR PINE. Equipped with 2 vials — plumb and level and has hang 


hole in one end. 24 in. long. i 





H1292 TORPEDO LEVEL. Small 
size, 9 x 1%, x % in., for work in 
close quarters. Level and plumb vials. 
Seasoned hardwood. 
4 
5. 


No. H1292 
TORPEDO LEVEL 






Y. oz. Equipped with proved vial. 
Patented hooks hold it on a line f 
surface leveling. Rix, 


LINE LEVEL om 














How fo Use Your 





SAW CORRECTLY 


When you cut into a piece of wood 
with your saw, start the cut by draw- 
ing the saw back to you. As the saw 
works into the wood, hold the saw 
at an angle of 45° from the work for 
best results. Keep the teeth sharp and 
properly set. 


1526 Crosscut Saw. Essential tool for 
any handyman. 8 points to the inch. 
High quality saw steel, carefully set 
and filed. Carved hardwood handle 
secured to blade with 4 screws. 26 in. 
long. 


116 Mitre Box. Back, saw guide and index plate are made of heavy pressed metal 
ribbed for extra strength and finished in black. Hard maple board with clear lacquer 
finish. Can be used with either a back or panel saw. (With latter can take stock up 
to 2¥ in. high.) Easy set saw guide can be locked at any point between 45 and 95 
degrees. Angle markings on index plate from 0° to 50°. Depth of cut is regulated 
by turning one screw and raising or lowering guide. 


299 Utility Knife. Razor-sharp knife 
blade can be used for cutting wall- 
board, paper, linoleum and hundreds 
of other materials. Aluminum handle 
with hanghole. 5 blades and protec- 
tive guard in handle. 51) in. long. 


t+ 


1991 Extra Blades. Box of five razor- 
sharp replacement blades for No. 299 
Utility Knife. 2 in. x .017 in. 
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ca ie YANKEE 
Woe’ © JTANDYMAN 
SPIRAL RATCHET DRIVERS 


To Make Your Work Easier 


ss 7 . . 4 i nd 
Famous “Yankee-Handyman” Spiral ratchet drivers are real time savers. Drive a 


draw screws, bore small holes and countersink. Quick return spring in handle. 
133H. Wood handle. With 4 in. screw driver bit. 


233H. Transparent acetate magazine handle with metal screw cap. With Yq in. and 


2 in. screw driver bits; %{4, %s and % in. drill points. 


ACCESSORIES FOR “‘YANKEE-HANDYMAN’’ DRIVERS 


333H Extra Drill Points. Set of 3 matched drill points. One each %, %s and Ma in. 
330H Accessory Pak. Just what you need to make your Spiral Driver more useful. 
Card holds %, % and % in. drill points, countersink and % in. screw driver bit. 





H1226 ae 
H1226 Screw Driver Bits. Will fit your H1270 Screw Drivers. Well made 
bit brace for driving big screws. drivers for farm and home use. Round 
Forged steel, tapered shank. 4, ¥% tempered steel blades, regular fips: 
and ¥/2 in. tips. Fluted hardware handles. 3, 4, 5, 6 


and 8 in. blades. 










3012. 


A Size for Every Need / | 


‘ 


Plastic Handles 


All Stanley Handyman Drivers in this group have two-tone red and clear plastic 
handles — extra tough, shockproof and fluted for a comfortable grip. Alloy steel 
bars with machine crossground tips. 


3006 Round Bar, Regular Tip. 3 in., 4 in., 6 in. and 8 in. bar lengths. 
3007 Square Bar, Regular Tip. 3 in., 4 in., 6 in. and 8 in. bar lengths. 
3008 Round Bar, Cabinet Tip. 3 in., 4 in. and 6 in. bar lengths. 
3010 Pocket with Clip. 2 in. 
3012 Close Quarter.'1¥ in. 
+3016 Round Bar, Cabinet Tip. 3 in., 4 in. and 6 in. sizes. 
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1712 Stanley Phillips Head Stubby 1722 Stanley Phillips Head Screw Driver. Tough, 
pee Polished, Fa steel shockproof, two-tone plastic handle. Polished, 

bar. Precision machined point. . . ‘s . 
Tough plastic handle. No. 2 point tempered steel bar with point accurately ma S22. 
for Phillips Screws Nos. 5 to 9. chined to fit recessed head screws Nos. 5 to 9 ra 


inclusive, inclusive. ah ee oe 
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3 “Make Your Own 
| Aes - SAWHORSE! 


Every home workshop requires at least one sawhorse. 
The design shown here has the novel feature of a center 
slot to facilitate sawing. Another advantage is that it will 
not tip forward, a fault common to many types. 


Obtain for the legs, four pieces approximately 22 in. long of 
2 x 4 in, stock, either pine or fir. (This will measure about 1% x 
3%, in.) Place your Steel Squore on one of these pieces and 
determine the bottom angle, os shown in the side view. Turn the 
piece around and locate the top angle which is identical. Deter- 
mine the edge angles in the same manner. Note this in the end 
view. The length of the finished leg, measured along any edge is 18'(, in. Mark the other 


three legs from this one, setting o T Bevel for the angles. Be sure the legs are all the same 
length. 


Cut two boards % in, thick, 8 in. wide and 8 in. long for the end pieces. Mark off the 
correct angles with a T Bevel and cut to size. Place two of the legs in position on their 
edges, as shown in the end view. Nail or screw one of the end pieces across the legs 30 
that the side of the piece and the tops of the legs ore flush with each other, Assemble the 
other legs and their end boord in the some manner. Cut two side apron boards % in. 
thick, 7% in. wide and at least 33 in. long. Mork off the correct angles with a T Bevel 
and cut to size. Nail or screw these two boards across the two leg units as shown in the 
side view. Stand the assembly on its legs and plane the end pieces and the side aprons 
at an angle flush with the tops of the legs. 

Squore up two top boards to % in. thick, 3% in. wide and 31 in. long. Nail these in 


position on top of the assembly. Drive nails through these boards into the legs, aprons, 
and end pieces, Chomfer their edges for finish, as shown. 


Ce ee eee 
SIDE VIEW 








Nail Hammers 
With Plenty of Power 


Nail Hammers. Well balanced ham- 
mers with plenty of power for driving 
and pulling nails. Grey finished drop 
forged heads with polished faces. 
Straight grain hickory handle, grey \ 
stain finish, securely wedged in head. 


H111% 
H12114 Ripping Claw—16 oz. head. 


H121! 
H1111/4 Curved Claw — 16 oz. head. \ \ 
\ 


H122 Half Hatchet. Handy size for 
many odd jobs. Forged steel head, 
tempered to hold a keen edge. Hick- 
ory handle. 3% in. cut. 12 in. long. 





H1211 Nail Set. 2/32, 3/32, 4/32 in. 
sizes. Used for driving nails below 
surface of wood. Tough, high grade 
tempered steel. Tips cupped and 
chamfered. 


H1210 Center Punch. High grade 
tempered steel with machine knurled 
body. Polished point perfectly cen- 
tered. Square head painted red. 
in. point. 3% in. long. 


No. H33 
Nail Claw 


Pull nails in close quarters with this handy tool. Forged alloy 
steel. 5% in. octagon stock. Carefully beveled claws. 11 in. 
long. 
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No. H1250 BIT BRACE 


Top quality brace for the handyman. 
Jaws hold regular auger bits, medium 
size drills. Open steel ratchet. Steel 
clad, ball bearing head. Tropical 
hardwood head and handle. 10 in. 
sweep. 


129 


H1227 Auger Bits. For quick, easy boring. Solid 
center pattern. High carbon steel. Correctly 
tapered to prevent binding. Sizes from 4/16 
to | in. 

129 Expansive Bit. Set cutter to dimension of 
hole wanted and tighten screw. Tempered tool 
steel body. Equipped with two steel cutters. 
Tapered square head. Cuts % to 3 in. dia. holes 


No. H1253 BIT BRACE 


A good brace at a moderate price. 
Pin alligator jaws. Steel ratchet and — 
chuck. Selected hardwood head and 
handle, grey finish. 10 in. sweep. 





1525A 





1525A Screw Mate Set. Time saving 
accessories for Y% in. drills. Makes — 
screw pilot holes, holes for screw 

shank and countersink — all in one- 
operation. Hardened and ground 
tungsten steel. Five sizes in set — for 
wood screws, 3%, x No. 7, 1 x No. 8, 
1 YaxNo. 8, 1 Y4xNo. 10, 1% xNo. | 2. 


ree 


HAND DRILLS 13 


H1220 Hand Drill. Sturdy steel frame. 
Solid grey iron wide flange gear and 
two steel pinions with machine cut 
teeth. Holds 8 drill points in wood 
magazine handle — 4/64 to 11/64 
in. Three jaw steel chuck. 1] 4%” long. 


H1214 Hand Drill. Smooth running 
gear and single pinion. Nickel plated 
steel frame. 4" capacity three jaw 
steel chuck. Hardwood handle. 11” 
long. 





““Y ANKEE-HANDYMAN’”’ 
No. 46 PUSH DRILL 


Compact, one-hand tool for boring small 
holes in wood and plastic. Push on han- 
dle, spring forces handle back for next 
stroke. Plastic handle holds 4 sizes of drill 
points — 5/64, 7/64, 9/64, 11/64 in. 


No. 460 DRILL POINTS 


Set of 4 in plastic tube; 5/64, 7/64, 
9/64, 11/64 in. 


125A 





No. 125A POWER BIT SET 139 Countersink. Tempered tool steel. 


Fits Bit Brace. ¥f in. cutting edge. 
Contains 5 sizes — one each 4, 5, 6, 7, 137 Countersink. Hardened, tempered 
8/16 in. wood bits for power drills. Care- tool steel. Fits Hand Drill. Y in. cutting 
fully heat treated to hold keen cutting edge. 
edges. 600 Drill Points. Set of 8; 4/64 to 11/64 
in. Fit any 3-jaw hand drill chuck. Handy 
acetate vial, | 














How to Use 
Woodworking Chisels 


A. To cut horizontally across the grain, with 
work held in a vise, press forefinger and 
thumb together on the chisel to act as a 
brake. Cut half way from each edge toward 
the center. Remove center stock last. 


B. To cut horizontally with the grain; the 
chisel is held slightly turned to one side, and 
then pushed from the worker. Hold with the 
bevel down for a roughing cut, and with the 
bevel up for a paring cut. 


C. To cut a straight, slanting corner is the 
same as horizontal chiseling. The work is 
held in the vise with guide line horizontal. 


D. To cut across the grain; the work is held 
against the bench hook, the heel of the left 
hand steadies the work while the fingers 
press the chisel firmly against the wood. 


E. To cut a chamfer on end grain; the chisel 
is moved sideways across the corner of the 
work. It is held so the chisel makes a sliding 
horizontal cut. 


F. To cut a chamfer with the grain; hold the 
chisel inclined to one side parallel to the 
slope of the chamfer and cut as in chiseling 
horizontally with the grain. 


a STANLEY 


Tools... 
14 
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G. If the work is wide, the chisel is held 
bevel down, so the handle will clear the 
work, and the blade will not dig in too deep 
as it is pushed forward. 


H. To cut a round corner, move the chisel 
sideways across work making a series of cuts 
close together, each one tangent to curve. 
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H1252 CHISELS. Keen cutting. Correctly Eee. x 
beveled edge on 21 in. blade. Blade and Ee CURE 
bolster forged in one piece. Two-tone tough tp os ze ~ 
plastic handle. V4 in. to 1 Y% in. wide blade ioe PRS 
sizes. fog oe 


H304 MAGNETIC TACK HAMMER. 
New popular priced, sturdy tool for the 
homeowner, hobbyist and handyman. Cast 
head of hi-carbon ductile iron is completely 
and accurately heat treated to retain its 
magnetic properties. Grey baked-on enamel 
finish. Straight grain hickory handle. 10% 
in. long. 5 oz. head. 
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1240 WEDGE VISE. Rugged tool for 
holding thin stock and thick stock up to 
2% in. Stock locks in working position in 
seconds. Can be anchored to floor with 
screws for work on storm sash, screens, 
doors. Wrought steel frame. Hardwood 
block is hooked to clamp work easily. 


ARE MADE FOR YOU — THE HANDYW# 
15 Pets 
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1536 ANGLE WRENCH. Forged 
alloy steel. Smooth easy jaw adjustment. 
Satin chrome finish handle with red trim. 
Hang hole in handle. 8 in. long. 


1545 FILE. Real “‘all-purpose’’ file 
with machine cut teeth, sharp and uni- 
form for easy filing. Fine teeth one side, 
coarser teeth on reverse. Hang hole in 
handle. 8 in. long. 


1541 SNIPS. Duckbill pattern. Forged 
from quality carbon steel. Crown shaped 
blades cut straight, circular and irregular 
shapes. Comfortable grip handle. 10 in. 
long. 


1500 PLIERS. Slip-joint type for house- 
hold tasks including wire cutting. Smooth 
satin chrome finish. Knurled handles for 
secure grip. 6 in, long. 


USING JARS TO SAVE To conserve shelf space in your workshop ~ ~ 
SHELF SPACE or utility closet, use the space under the | * 


shelves as illustrated. The metal jar lids 
are attached to the under surface of the 
shelf with two Y in. No. 5 roundhead 
screws. Holes to take these screws are — 
drilled or punched through the lid. They 
should be Y% in. in diameter to take the 
No. 5 screw. With the lid attached to the 
shelf, the jor can be run on the threads 
and secured in its hanging Positions 
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TIPS ON PLANING 


A common mistake in setting the blade of 
the plane is to set it too far out. With the 
plane in position (see cut b) move the 
adjusting lever to right or left until 
corners of blade are parallel with sides 
of the throat. Turn the adjusting nut until 
blade projects through the throat and 
above the bottom of the plane. Let the 
blade project evenly a hair's 
breadth (see cut C). 
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1. Hold like this when the 3. Do not tip the plane this 
wood is high on the right way. 
2 or left. 
2. Hold like this when the 4. Do not set one corner of ~ 
wood is high in the the blade farther out than 


middle. the other. 
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HOLD THE PLANE LEVEL WHEN PLANING A SQUARE EDGE, — 
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First of all, select a good brace and 
fake care of it by oiling all moving 
parts frequently. Next, be sure to insert 
the auger bit or drill fully into the brace 
jaws to prevent damage to the jaws 
and drill breakage. 


Holes are often bored crooked because 
the user of the auger bit doesn't know 
how simple it is to bore them straight. 
The only problems involved are to get 
it straight and not to break through the 
wood on the bottom of the hole. 





Test the hole you are boring with a try 
square (see illustration “‘A’’) or learn to 
jvdge by eye. 


1. Bore until spur appears on the other 
side. 


2. Turn the wood over and finish. 





3, Boring through like this can ruin 
stock, 
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Stanley “100 Plus’’ Tools bear the distinguished mark of quality, 
made famous by more than a century of fine workmanship. Skilled 
engineers and workmen with generations of experience and know- 
how behind them work tirelessly to further improve the high standards oy 
required for tools bearing the Stanley ‘100 PLUS" mark of distinction. ; : : 
If you want the finest woodworking tools — buy | 


STANLEY —‘‘100 PLUS” 
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USE THIS ORDER FORM — 


To Purchase Stanley-Handyman Tools 










Jot down the items you want. Mail promptly to your dealer. 
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H1222'/, Combination Square. Com- 
pact, multi-purpose tool — see illus- 
trations for its many uses. Grooved 
steel blade graduated in 8ths, 16ths 











4 and 32nds. Level vial and pin-type 
scriber in machined handle. 12 in. 
MITRE SQUARE blade. 
_ INSIDE MARKING 
TRY SQUARE PLUMB , LEVEL GAUGE 
SS Ce i 
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Two Foot Steel Square 


900. Accurate and sturdy. One piece flat steel body 24 x 2 in. = 
Tongue 16 x 1 ¥ in. Graduated in 8ths on outside, 4ths on inside. “ 
Essex Board markings and 4th graduations on back. 


H1202 AWL. Use it to scribe lines 
on wood or metal. 3% in. blade an- 
chored in wood handle with flats to 
prevent rolling. 


1540 PUTTY KNIFE. Ground and 
polished flexible steel blade, 14% x 
3%, in. Blade fastened in bropicey 
wood handle by two rivets.6% i 
overall. 
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No. 700 Woodworker’s Vise _ 


A portable vise for all kinds of craft work. 
Clamp capacity up to 2% in. on work bench, 
table, sawhorse or stairs. “‘L'’ shaped jaws ~ 
faced with tempered presdwood, hold work ‘ 
firmly — horizontally as well as vertically. Will 
hold doors, window panels and storm sash as 
you plane them. Jaws open 31/2 in. 



























Cold Chisels and Punches 


H38 Cold Chisel. Made for tough 
work. Forged from hexagon car- 
bon tool steel. Hammer drawn bit, 
¥g in. cutting edge. Length 5% in. 


H5 Hand Punch. Octagon pattern 
cold drawn steel, hardened and 
tempered. Polished bit. For heavy 
duty work. 6% in. long. ° 


H6 Pin Punch. Hardened and tem- 
pered cold drawn steel. Octagon 
pattern. Hammer drawn % in. 
point. 534 in. long. 


H8 Center Punch. % in. built for 
hard work. Cold drawn. steel, 
hardened andtempered. Sin.long. 


polished chisel end. 18 in. overall. 
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Light Duty Bench Vise 


H1209. Clamps securely to work bench, table, 
etc. Machined smooth face jaws open 2% in. 
Spring take up on work holding screw provides 


ELLE AL La 





slack-free control. Sturdy, strong grey iron 


casting. 





HINTS ON SOLDERING 


Keep soldering tip well tinned (cooted 
with solder). Select a flux suitable for 
the work [rosin flux is recommended 
for electricol work to avoid corrosion). 
Cleon work thoroughly; free from dirt, 
greote, or oxide with a file, scraper or 
emery cloth. 


Apply solder to the work—don’‘t build 
Up unnecetsory thickness of solder. 
The solder follows the flux. As a pre- 
coution, work may be controlled by 
applying locquer or shellac where no 
solder is desired. 
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ELECTRIC 
™ SOLDERING IRON 


for home workshop 


420 — 50 Watts. High grade iron for light and 
intermittent soldering jobs. Compressed pure 
copper tip. Ni-Chrome heating element solidly 
imbedded in electrical insulating materials. 
Cool, comfortable hardwood handle. Six-foot 
approved heater cord. 


Extra Tip No. 420T. 
Other sizes: 435, 80 Watts; 450, 140 Watts. 


Ball Pein Hammer 


anics all-around hammers for work with cold 
chisels, driving rivets, etc. Forged high grade 
steel heads, heat treated to make them 
tough. Straight grain hickory handle. 
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0308, 8 oz. head. 0310, 16 oz. head. Mech- ~ 
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Right-angled [) he 
Rlamping surface .. Gaz 
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This new clamp has all the features 
woodworkers want. It works on the out- 
side of the corner and fully exposes both = 
sides of.the joint. Allows you to put the = 
| fastenings wherever you wish; permits 
| wiping away excess glue before it dries. 
. Use this clamp on frames down to 314 
| inches inside. Clamp is precision cast 
aluminum alloy, finished in grey with 
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